91=115 Removal and installation of vacuum element of driver’s
or front passenger’s seat (coupe)

Color coding of vacuum lines for locking backrests

Control line light blue

Choke dark blue
Removal

1 Remove driver’s seat.

2 Separate control line (48) from hose line (55).
Attention!

Starting March 1975, the control line (48) from Y-

distributor to vacuum element at driver’s seat left
and right has been changed from 5 mm to 4 mm OD.

3 Pull connections (17) from vacuum element (51)
and remove hose line (55) from holding bracket.

4 Remove safety clamps (49) and disconnect actuat-
ing rods (54).

B Unscrew hex. nuts (50) from studs.

6 Remove vacuum element.
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7 Screw oval-head screws (52) from holder (53) and
remove holder.

8 Pull out lock washers (43) and remove actuating
rods (54).

Installation

9 Insert actuating rods (54) up to stop and secure
with lock washers (43).

10 Place holder {53) on vacuum element and attach
by means of oval-head screws (52).

11 Screw vacuum element (51) to seat with hex.
nuts (50).

12 Connect actuating rods (54) and attach with
safety clamps (49).

13 Slip connections (17) on vacuum element (51)
and push hose line (55) into holder provided.

14 Connect control line (48) to hose line (55).

15 Install driver’s seat.
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